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Subject: NEW TRAILER ABS SERVICE KITS 
  
There are a small number of older MC-12 trailer ABS systems in the field that used a 3 and 4 
pin pigtail. These kits have been released to support these installations. These kits are 
identified in the last three columns of the first section in bold part numbers. These are the only 
changes made to the cancelled PNU this replaces. 
 
When replacing an MC-12 with an MC-30, a pigtail harness will also be needed.  Choose one of the following MC-30 
service kits based on the pigtail harness currently installed on the vehicle.  The length and number of pins of the 
Power/Warning Lamp Connector Lead must be considered. 

TO REPLACE:   (Ver.1) MC-30 Service Kits For MC-12 Units  

    5-Pin Pigtail
(Short) 

5004476 
(18") 

5004477 
(60") 

5-Pin Pigtail
(Long) 

5004835 
(120") 

5004478 
(180") 

5004834 
(234") 

4-Pin Pigtail 
(Short) 

5002775 
(18") 

4-Pin Pigtail 
(Long) 

5002775 
(96") 

3-Pin Pigtail
 

550372 (11")
550559 (24")

Model Description MC-12 Part 
No. 

Service Part 
No. 

MC-30 Kit MC-30 Kit MC-30 Kit MC-30 Kit MC-30 Kit 

MC-12 2S/1M - 
(Tank/Nipple 
Mount) 

550289 65281 5008564 5008567 5010953 5010958 5010963 

MC-12 Tank Mount - 
w/o Dura-Drain 

5008309 800834      

M-12 Tank Mount 550291 65282      

MC-12 Tank Mount - 
w/ supply fitting 

5001139 65281      

MC-12 Tank Mount - 
Rotated ECU 

550711 65524      

MC-12 Tank Mount - 
Rotated ECU 

5005543 800574      

       
MC-12 2S/1M - 

(Bracket/Frame 
Mount) 

550450 65366 5008565 5008568 5010954 5010959 5010964 

M-12 Bracket Mount 550452 65367      

MC-12 Bracket Mount 
- Rotated ECU 

5001628 800138      

       



MCE-12 2S/1M - 
(Bracket/Frame 
Mount - Dolly) 

550714 65639 5008566 5008569 5010955 5010960 5010965 

ME-12 Bracket Mount 
- Dolly 

550723 65644      

MCE-12  Bracket Mount 
- Dolly rotated 
ECU 

5003959 800368      

         
MC-12 Tank Mount - 

5.5 psi crack 
550719 65530 5009732 5009734 5010956 5010961 5010966 

M-12 Tank Mount - 
5.5 psi crack 

550721 65531      

         
MCE-12 Bracket Mount 

- Dolly 5.5 psi 
crack 

5005226 800547 5009733 5009735 5010957 5010962 5010967 

ME-12 Bracket Mount 
- Dolly 5.5 psi 
crack 

5005237 800548      

     
EC-12 2S/1M - ECU 550669 65283 Use one of 

the above 
kits. 

Use one of 
the above 

kits. 

Use one of 
the above 

kits. 

Use one of 
the above 

kits. 

Use one of 
the above 

kits. 

Contents - MC-30 Service Kits For MC-12 Units      

Kit PN MC-30 Unit  Pigtail Harness DC-4 TR-3 Service Data Sheet 

5008564 MC-12 Tank 
Mount, No PLC 

5007641 5-pin Short 5007819 - - SD-134834   

5008565 MC-12 Bracket 
Mount, No PLC 

5008263   - -   

5008566 MCE-12 
Bracket Mount, 
No PLC 

5008533   278615 101450   

5009732 MC-12 Tank 
Mount, 5.5 psi, 
PLC 

5009710       

5009733 MCE-12 Tank 
Mount, 5.5 psi, 
PLC 

5009714   278615 101450   

5008567 MC-12 Tank 
Mount, No PLC 

5007641 5-pin Long 5007822 - -   

5008568 MC-12 Bracket 
Mount, No PLC 

5008263   - -   

5008569 MCE-12 
Bracket Mount, 
No PLC 

5008533   278615 101450   

5009734 MC-12 Tank 
Mount, 5.5 psi, 
PLC 

5009710   - -   



5009735 MCE-12 Tank 
Mount, 5.5 psi, 
PLC 

5009714   278615 101450   

5010953 MC-12 Tank 
Mount, No PLC 

5007641 4-pin Short 5010681 - -   

5010954 MC-12 Bracket 
Mount, No PLC 

5008263   - -   

5010955 MCE-12 
Bracket Mount, 
No PLC 

5008533   278615 101450   

5010956 MC-12 Tank 
Mount, 5.5 psi, 
PLC 

5009710   - -   

5010957 MCE-12 Tank 
Mount, 5.5 psi, 
PLC 

5009714   278615 101450   

5010958 MC-12 Tank 
Mount, No PLC 

5007641 4-pin Long 5010373 - -   

5010959 MC-12 Bracket 
Mount, No PLC 

5008263   - -   

5010960 MCE-12 
Bracket Mount, 
No PLC 

5008533   278615 101450   

5010961 MC-12 Tank 
Mount, 5.5 psi, 
PLC 

5009710   - -   

5010962 MCE-12 Tank 
Mount, 5.5 psi, 
PLC 

5009714   278615 101450   

5010963 MC-12 Tank 
Mount, No PLC 

5007641 3-pin 5010680 - -   

5010964 MC-12 Bracket 
Mount, No PLC 

5008263   - -   

5010965 MCE-12 
Bracket Mount, 
No PLC 

5008533   278615 101450   

5010966 MC-12 Tank 
Mount, 5.5 psi, 
PLC 

5009710   - -   

5010967 MCE-12 Tank 
Mount, 5.5 psi, 
PLC 

5009714   278615 101450   

  


