
GENUINE NEW SERVICE PARTS SERVICESEconX ®

1/2

DECEMBER 2019
Doc. No. Y364590 (EN- Rev. 000)

A
IR

 D
IS

C 
BR

A
KE

Update of Service Concept for cost-optimized maintenance

Knorr-Bremse TruckServices is constantly working to improve its product portfolio and service concepts in line with 
customer and market requirements in order to optimize coverage of the various vehicle applications and regional 
differences. For the maintenance of the most common Air Disc Brake applications, new Tappet and Boot Kits have been 
optimized by the usage of a new secondary seal - without changing the current service process steps during maintenance 
work.  

The new Tappet & Boot Kits are used for Air Disc Brakes of production year 2011 onwards, which are equipped with adjuster 
mechanism generation 2. How to identify correct Tappet & Boot Kit you can see on next page.

The following page explains how to identify the correct Tappet & Boot Kit.

NEW TAPPET AND BOOT KITS 
for Air Disc Brakes Types SN6/7, SK7, SB6/7

At a glance 

 › Optimized Service Concept

 › For maintenance of the most common Air Disc 
Brake applications

 › Without changing service process steps during 
maintenance work

 › Easy to identify
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Up-to-date information on our products can be 
found on our website www.knorr-bremsecvs.com

EVERY VEHICLE TELLS ITS STORY.

Note 
All information is subject to change. A printed version of this document may 
therefore not correspond to the latest revision. To obtain the latest version, 
please visit our website www.knorr-bremseCVS.com or contact a Knorr-Bremse 
representative in your area.

If service work is carried out on a vehicle based on information provided herein, 
it is the responsibility of the workshop to ensure the vehicle is fully tested and 
in full functional order before the vehicle is returned into service. Knorr-Bremse 
accepts no liability for problems caused as a result of appropriate tests not being 
carried out.

Copyright © Knorr-Bremse AG 
All rights reserved, including industrial property rights applications.  
Knorr-Bremse AG retains any power of disposal, such as for copying and 
transferring.

Disclaimer 
The information contained herein is intended for the exclusive use of trained 
persons within the commercial vehicle industry, and must not be passed on to 
any third party. All recommendations regarding products and their servicing or 
usage are with reference to Knorr-Bremse products and should not be considered 
applicable to products from other manufacturers. This information does not 
purport to be all-inclusive and no responsibility is assumed as a result of its use. 
We cannot accept any liability nor offer any guarantee regarding data accuracy, 
completeness or timeliness. The information does not represent any guarantee or 
ensured characteristics of the Products or Systems described. No liability can be 
accepted based on the information, its use, recommendations or advice provided. 
In no event may we be held liable for any damage or loss except in the case of 
wilful intent or gross negligence on our part, or if any mandatory legal provisions 
apply. This disclaimer is an English translation of a German text, which should be 
referred to for all legal purposes. Any legal disputes arising from the use of this 
information shall be subject to German law.

Moosacher Strasse 80 | 80809 Munich | Germany 
Knorr-Bremse Systems for Commercial Vehicles 

HOW TO IDENTIFY CORRECT TAPPET AND BOOT KIT?

Tappet & Boot Kits
Air Disc Brakes equipped with adjuster 

mechanism generation 1
(production year before 2011 and EconX® Calipers)

Air Disc Brakes equipped with adjuster 
mechanism generation 2

(production year 2011 and onwards)

for Air Disc Brakes types SN6/7, SK7

K010603 K192251K50

for Air Disc Brakes types SB6/7

K010604 K192252K50

For identification of related Tappet & Boot Kit, check part number of installed Air Disc Brake / rationalized Caliper at 
www. knorr-bremsecvs.com
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